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STONE PLANTER BED WALL

BENCH, PROTECT DURING 
DEMOLITION AND CONSTRUCTION

INVERTED U-SHAPED BICYCLE RACKS TO 
BE REMOVED AND PROTECTED DURING 
DEMOLITION AND RE-INSTALLED DURING 
CONSTRUCTION, TYP. 

AMHERST TOWN HALL 

AMHERST TOWN HALL STEPS

BOTLWOOD AVE.
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PROPOSED 
LAYDOWN 

AREA

PLANTING BED

STONE PLANTER BED WALL

EXISTING PLANTING BED TO BE 
REPLACED WITH STONE BED 

GROUND COVER 

AFTER COMPLETION OF MASONRY AND 
CONCRETE WORK, INSTALL NEW 
PREPARED PLANTING SOIL IN PLANTING 
BED, READY FOR NEW PLANTINGS. 

RESTORE, RELOAM AND RESEED LAYDOWN 
AREA AT COMPLETION OF WORK. 

EXISTING RAIN LEADER
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DIAGRAMMATIC SITE PLAN &
PHOTO SURVEY

AX.1

4 Boltwood Ave.
Amherst, MA 01002

Amherst Town Hall Exterior Stair
Repairs

18060

1/4" = 1'-0"
ENTRY STAIR - DIAGRAMMATIC CONTEXTUAL PLAND1

I. DECORATIVE CENTER HANDRAIL POSTH. HANDRAIL POST EMBEDMENT, LOOSE GRANITE BLOCK, VOLUNTEER VEGETATION 

D. STAIR GRANITE BLOCK TO BUILDING CONNECTION, DETACHED STONE

G. GROUT DETACHMENT

B. ROUGH-FACED BLOCK

F. ENTRY COLUMNS J. CEMENTITIOUS BASE

C. SMOOTH-FACED GRANITE BLOCKA. WEST ELEVATION - GRANITE STAIR SLAB SETTLEMENT

E. ENTRY THRESHOLD
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EXISTING GRANITE BLOCK
SCHEDULE

AX.2

4 Boltwood Ave.
Amherst, MA 01002

Amherst Town Hall Exterior Stair
Repairs

18060

1/2" = 1'-0"
ENTRY STAIR -ELEVATION BA2

1/2" = 1'-0"
ENTRY STAIR - ELEVATION DC21/2" = 1'-0"

ENTRY STAIR - ELEVATION CC1

1/2" = 1'-0"
ENTRY STAIR - ELEVATION AA1

1/2" = 1'-0"
ENTRY STAIR - ELEVATION ED1 1/4" = 1'-0"

ENTRY STAIR - KEY PLAND4

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
G1 1' - 6 1/2" 1' - 8" 1' - 5 1/2"
G1 1' - 6 1/2" 1' - 8" 1' - 5 1/2"
H1.1 7" 10" 3' - 3"
H1.2 7" 12' - 0" 4' - 0"
H1.3 7" 9" 3' - 3"
H2.1 7" 7' - 7" 3' - 10 1/2"
H2.2 7" 6' - 7" 3' - 10 1/2"
H3 7" 13' - 10" 1' - 0"
H4 7" 13' - 10" 1' - 0"
H5 7" 13' - 10" 1' - 0"
H6 7" 13' - 10" 1' - 0"
H7.1 7" 7' - 6 1/2" 1' - 0"
H7.2 7" 6' - 1 1/4" 1' - 0"
H8.1 7" 4' - 11 1/4" 1' - 0"
H8.2 7" 8' - 5 1/4" 1' - 0"
H9.1 7" 8' - 6 1/4" 1' - 0"
H9.2 7" 5' - 0" 1' - 0"
PLANT
ER
EDGE
STON
E

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
F10 1' - 2" 10 1/4" 4"
F11 3" 7" 4"

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
E36 1' - 0 1/2" 1' - 6" 4"
E37 1' - 4 1/4" 2' - 1 1/4" 4"
F1 1' - 11" 2' - 4" 4"
F2 11 1/2" 2' - 4" 4"
F3 10 1/4" 1' - 1" 4"
F4 10 1/2" 1' - 0 1/2" 4"
F5 2 3/4" 7 1/2" 4"
F6 10 1/2" 1' - 5 1/2" 4"
F7 7 1/4" 7 1/2" 4"
F8 1' - 0 1/2" 1' - 7 1/2" 4"
F9 9" 7 1/4" 4"

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
D45 1' - 6" 2' - 6" 4"
D45 1' - 6" 2' - 6" 4"
E1 1' - 11" 3' - 4" 4"
E4 11 1/2" 4' - 6 1/2" 4"
E6 10 1/2" 1' - 1" 4"
E7 7 1/4" 1' - 7 1/2" 4"
E8 2 3/4" 3" 4"
E9 1' - 2" 11 1/2" 4"
E10 5 1/4" 4 1/4" 4"
E11 1' - 0 3/4" 1' - 6" 4"
E12 1' - 1" 11 1/2" 4"
E13 9" 1' - 3 1/2" 4"
E14 3 3/4" 6" 4"
E15 11" 1' - 4 1/2" 4"
E16 8 1/2" 11 1/2" 4"
E17 1' - 3" 1' - 4 1/2" 4"
E18 10" 1' - 0 1/2" 4"
E19 11 3/4" 1' - 2 1/2" 4"
E20 6 1/4" 1' - 7" 4"
E21 5" 9 1/2" 4"
E22 9 3/4" 2" 4"
E23 9 1/4" 1' - 10" 4"
E24 1' - 2 1/2" 1' - 8 1/4" 4"
E25 7 1/2" 9 3/4" 4"
E26 4 1/2" 6 1/2" 4"
E27 6 1/2" 1' - 1" 4"
E28 1' - 4" 1' - 2 1/2" 4"
E29 1' - 0 1/2" 1' - 6" 4"
E30 10" 1' - 10 1/2" 4"
E32 6 1/2" 2' - 6" 4"
E33 3" 5 1/2" 4"
E34 2 3/4" 4 1/4" 4"
E35 9" 1' - 7 1/2" 4"

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
C19 7 1/2" 6 1/2" 4"
D1 3" 8 1/2" 4"
D2 3 1/2" 6" 4"
D3 4" 7" 4"
D4 3" 5 1/2" 4"
D5 2 3/4" 8 1/2" 4"
D6 3 1/4" 6 1/4" 4"
D7 3 1/2" 8" 4"
D8 3" 6" 4"
D9 4 1/2" 7 1/2" 4"
D10 7" 10" 4"
D11 6 1/2" 9 1/2" 4"
D12 5 1/2" 1' - 1" 4"
D13 6" 11 1/2" 4"
D14 6 1/2" 1' - 3 1/2" 4"
D15 6" 1' - 2 1/2" 4"
D16 10 1/2" 1' - 2" 4"
D17 10 1/2" 7 3/4" 4"
D18 11 1/2" 1' - 3 1/2" 4"
D19 3 1/2" 6" 4"
D20 5" 6" 4"
D21 8" 1' - 1" 4"
D22 8" 1' - 0 1/2" 4"
D23 8 1/4" 6 1/2" 4"
D24 9" 1' - 0" 4"
D25 4" 4 1/4" 4"
D26 4 1/2" 8 1/2" 4"
D27 5" 3 1/4" 4"
D28 8 1/4" 11 1/2" 4"
D29 5" 9 1/2" 4"
D30 5" 1' - 1" 4"
D31 8" 1' - 2" 4"
D32 8" 1' - 7 1/2" 4"
D33 1' - 1" 1' - 8 1/2" 4"
D34 7" 1' - 5" 4"
D35 6 1/2" 1' - 1" 4"
D36 7 1/2" 1' - 0" 4"
D37 2" 5 1/2" 4"
D38 5" 9" 4"
D39 5 1/2" 1' - 1" 4"
D40 4 1/2" 7" 4"
D41 4 1/2" 9" 4"
D42 1' - 2 1/2" 1' - 11" 4"
D43 6" 1' - 4" 4"
D44 9 1/2" 1' - 8" 4"

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
C13 7" 1' - 9 1/2" 4"
C14 7 1/2" 2' - 0 1/2" 4"
C15 7 1/2" 5 1/4" 4"
C16 8" 1' - 2 1/4" 4"
C17 7 1/2" 3" 4"
C18 1' - 2 1/2" 1' - 0" 4"

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
C1 1' - 6 1/2" 1' - 6" 4"
C2 8" 3' - 2 1/4" 4"
C3 7 1/2" 2' - 1 1/2" 4"
C4 7 1/2" 2' - 1 1/2" 4"
C5 7 1/2" 7 1/4" 4"
C6 7 1/2" 2' - 6 1/2" 4"
C7 7 1/4" 2' - 3" 4"
C8 7" 2' - 5 1/2" 4"
C9 7 1/4" 4' - 1" 4"
C10 7 1/2" 3 1/4" 4"
C11 2' - 3 1/4" 11 3/4" 4"
C12 7" 1' - 5" 4"

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
B5 6 1/2" 1' - 2 1/4" 4"
B6 6 3/4" 3' - 1" 4"
B7 6 3/4" 4" 4"
B8 7 3/4" 3' - 8 1/2" 4"
B9 7" 7 3/4" 4"
B11 7 1/4" 3' - 1 1/2" 4"
B11-A 7 1/4" 4" 4"
B12 6 1/2" 11" 4"
B13 6 1/4" 1' - 4 1/4" 4"
B14 7" 3 1/4" 4"
B15 7 1/2" 1' - 3 1/4" 4"
B16 7 1/4" 3 1/2" 4"
B18 7" 7 1/2" 4"

Granite Block Schedule

Type HEIGHT +/- WIDTH +/- DEPTH +/-
A1 1' - 5 1/4" 1' - 7 1/2" 4"
A2 8" 3' - 11 1/2" 4"
A3 8" 2' - 3 1/2" 4"
A4 8" 1' - 11 1/2" 4"
A5 5 1/2" 1' - 2 1/2" 4"
A6 6" 1' - 2" 4"
A7 6" 1' - 8" 4"
A8 6" 11 1/2" 4"
A9 5 1/2" 9 1/2" 4"
A10 1' - 0" 11 1/2" 4"
A11 11 1/4" 1' - 2 1/2" 4"
A12 2' - 4" 10" 4"
A13 9 1/4" 1' - 5" 4"
A14 3 1/4" 7 1/2" 4"
A15 1' - 0 3/4" 2' - 0" 4"
A16 1' - 0 1/2" 1' - 11 1/2" 4"
A17 1' - 4 1/2" 1' - 5" 4"
A18 11 1/2" 1' - 6 1/2" 4"
A19 11 1/2" 5 1/2" 4"
A20 1' - 7 1/2" 2' - 7" 4"
A21 1' - 3" 1' - 6 1/2" 4"
A22 3 1/2" 1' - 0 1/4" 4"
A23 3 3/4" 1 3/4" 4"
A24 11" 1' - 0 3/4" 4"
A25 10 3/4" 1' - 1" 4"
A26 10 1/2" 2' - 7" 4"
A27 1' - 3" 1' - 0" 4"
A28 8 1/2" 1' - 8" 4"
A29 6" 1' - 8" 4"
A30-A 4" 5 1/2" 4"
A30-B 3 3/4" 4" 4"
A31 10" 4' - 3 1/2" 4"
A32 9" 1' - 0" 4"
A33 6 1/2" 1' - 8 1/2" 4"
A34 4 1/4" 1' - 7 1/2" 4"
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MASONRY LEDGE

TURN DOWN SLAB DOWELED 
TO STEM WALL

REINSTALLED EXISTING 
GRANITE BLOCKS, TYP. SEE 
STONE SCHEDULE.

NEW CONCRETE STEM WALL

REINSTALL EXISTING 
GRANITE CAP STONES, IN 
EXISTING LOCATIONS, TYP. 

REINSTALLED  EXISTING 
GRANITE STEPS, 1/8" PER 1'-0"  
CANT TOWARD STREET TO 
PROVIDE POSITIVE DRAINAGE 

PREPARE, PAINT AND REINSTALL 
EXISTING DECORATIVE METAL 
HANDRAIL

GRANITE CAP STONES CORED & 
PINNED TO CONCRETE STEM 
WALL 

COMPACTED 
ENGINEERED FILL

CONTINUOUS SPREAD 
FOOTING, SEE STRUCTUTRAL 
DRAWINGS FOR REBAR 
GAUGE AND LAYOUT

1/2" DIA. S.S. DOWLES WITH 
INTREGRAL HATS GROUTED 
IN PLACE, SEE STRUCTURAL 
DRAWINGS FOR REBAR 
GUAGE AND SPACING.

16 O.Z. COPPER FLASHING 
WITH INTEGRAL RETURN AND 
SOLDERED JOINTS AT STEPPED 
CONDITIONS.

GROUT COLOR TO MATCH 
EXISITNG.
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LAYOUT PLAN & DETAILS -
NEW WORK

A.1

4 Boltwood Ave.
Amherst, MA 01002

Amherst Town Hall Exterior Stair
Repairs

18060

1/2" = 1'-0"
ENTRY STAIR - FOUNDATION PLAND1

1 1/2" = 1'-0"
STAIR FOUNDATION WALL - DETAILED SECTIONA51/2" = 1'-0"

ENTRY STAIR - SECTION 4D3

1/2" = 1'-0"
ENTRY STAIR - SECTION 2A3

1/2" = 1'-0"
ENTRY STAIR - SECTION 3D2

1/2" = 1'-0"
ENTRY STAIR - SECTION 1A1

ARCHITECTURAL KEYNOTE LEGEND

KEY # KEYNOTE
A-1 CONTINUOUS SPREAD FOOTING.
A-2 STEPPED LEDGE STEM WALL, COORDINATE STEPPING WITH STONE SCHEDULE, TYP.
A-3 PROVIDE NEW ENGINEERED FILL SUBSTRATE. FILL TO BE COMPACTED TO RECEIVE NEW STAIR CONCRETE SLAB SUBSTRUCTURE.
A-4 TURN DOWN SLAB DOWELED TO STEM WALL.
A-5 REINSTALL EXISTING GRANITE STEPS, COORDINATE DIMENSIONS WITH STONE SCHEDULE, CONVEY DIMENSIONAL VARIATIONS WITH

ARCHITECT.
A-6 REINSTALL EXISTING GRANITE BLOCKS IN SAME LOACTIONS, COORDINATE DIMENSIONS WITH STONE SCHEDULE, CONVEY DIMENSIONAL

VARIATIONS WITH ARCHITECT.
A-7 REPOINT EXISTING GRANITE STONES AT ADJACENT EXTERIOR WALLS AND TIE INTO NEW STAIR.
A-8 NEW EXPOSED GROUTING TO MATCH COLOR OF EXISTING BUILDING.
A-9 REMOVE ANY RUST, CLEAN, PRIME, AND PAINT EXISTING METAL DECORATIVE HANDRAIL. COAT HANDRAIL WITH ZINC RICH PRIMER AND

EPOXY PAINT PRIOR TO REINSTALLATION, TYP.
A-10 CLEAN AND PREPARE EXISTING BRASS DECORATIVE HANDRAIL TO BE RE-INSTALLED, TYP.
A-12 RE-FORM AND POUR NEW SIDEWALK AT AEA OF NEW STAIR. SIDEWALK TO TURNDOWN 5" MIN AT FRONT EDGE OF NEW STAIR. SIDEWALK

COLOR AND FINISH TEXTURE TO MATCH ADJACENT.
A-13 STONE PLANTER BED WALL, RETURN TO ORIGINAL CONSTRUCTION.
A-14 PROVIDE NEW PLANTINGS TO MATCH EXISTING AT AREA OF SITE DISRUPTION.

Rev. No. Description Date



COTINUOUS FOUNDATION 
FOOTING

STEPPED CONCRETE 
STEM WALLS

COPPER DOWELS WITH  
INTEGRAL HATS WELDED 

TO COPPER FLASHING

CAST-IN-PLACE S.S 
DOVETAIL TRACK AT 

12" O.C., TYP.

KEYED STEM WALLS

TURN-DOWN CONCRETE 
SLAB - PINNED TO STEM WALL

EXISTING GRANITE 
STEPS REINSTALLED IN 
SAME LOCATIONS, SEE 
SCHEDULE. 

EXISTING GRANITE STEPS 
REINSTALLED, SEE SCHEDULE. 
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A.3
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#5 AT 18" O.C.  VERTICAL 
& HORIZONTAL

2" X 4" KEY , TYP.

2" X 4" KEY , TYP.

#5 DOWLES TO 
FOOTINGS AT 18" O.C. 

3, #5 DOWELS 
LONGITUDINAL 

#5 DOWELS AT 18" O.C. 
HORIZONTAL

1 1/2"

W6X6 - 1.9X1.9 WWF, TYP.

2"

REINSTALL EXISTING 
GRANITE STAIRS, TYP.

PREDRILL GRANITE STAIR 
AND EPOXY ANCHOR 
EXISTING HANDRAIL 
BASEPLATE, TYP. 

EXISTING DECORATIVE 
HANDRAIL TO BE 
REINSTALLED

1 
1/

2"

3"

1 1/2"

FIRST FLOOR
5' - 7"

H1.2

H2.1

M
IN

.

5"

EXISTING FOUNDATION. PREPARE 
AND REPOINT FOUNDATION AS 
NECESSARY

(2) #5 HORIZONTAL

1/8" PER FOOT 
PITCH, TYP.

8"6"

#5 AT 18" O.C. EMBED AND EPOXY AT 
EXISTING FOUNDATION WALL

TURN-DOWN CONCRETE STAIR SLAB

W6X6 - 1.9X1.9 WWF, TYP.

REINSTALL EXISTING GRANITE 
STAIRS, TYP.

3"

3"

EXISTING GRANITE BLOCKS 
REINSTALLED IN SAME 
LOCATIONS, SEE SCHEDULE. 

TURN DOWN CONCRETE 
SLAB - PINNED TO STEM WALL

FIRST FLOOR
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T.O. FOUNDATION
-3' - 5 1/2"
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REINSTALLED DECORATIVE 
METAL HANDRAIL, 

H2.2
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 - 

0"

(3) #5 LOGITUDINAL

#5 DOWLES TO 
FOOTINGS AT 18" O.C. 

#5 AT 18" O.C.  VERT & HORIZ 
CENTERED ON WALL

(2) 2'-0" X 2'-0" #5 DOWEL AT 
EACH STEP

2" X 4" KEY, TYP.

#5 AT 18" O.C.  VERT & HORIZ 
OUTSIDE FACE, ADJUST 
REINFORCEMENT LAYOUT 
FOR STEPPED CONDITIONS, 
TYP.

#5 HORIZONTAL AT 
18" O.C.

W6X6 - 1.9X1.9 WWF

2"

1 1/2"

TYP.

3' - 2"

REINSTALL EXISTING 
GRANITE STAIRS, TYP.
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2"
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A.2

D2

A.2

D4

A.2

N.I.C.
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C2
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A.2

AVG. GRADE
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FIRST FLOOR
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T.O. FOUNDATION
-3' - 5 1/2"
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A27
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A.3
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1'
 - 

6"

TYP.

1' - 6"

#5 AT 18" O.C.  VERT & HORIZ 
OUTSIDE FACE, ADJUST 
REINFORCEMENT LAYOUT 
FOR STEPPED CONDITIONS, 
TYP.

REINSTALL EXISTING 
GRANITE BLOCKS, TYP.
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DETAILS - NEW WORK

A.2

4 Boltwood Ave.
Amherst, MA 01002

Amherst Town Hall Exterior Stair
Repairs

18060

STAIR ORTHOGRAPHIC VIEW - FOOTINGB1 STAIR ORTHOGRAPHIC VIEW - STEPPED STEM WALLSB2 STAIR ORTHOGRAPHIC VIEW - TURN DOWN SLABB3 STAIR ORTHOGRAPHIC VIEW - EXISTING STONE WRAPB4

3/4" = 1'-0"
DETAILED SECTION - BD33/4" = 1'-0"

DETAILED SECTION - AD2

STAIR ORTHOGRAPHIC VIEW - ASSEMBLEDB5

3/4" = 1'-0"
DETAILED SECTION - CD41/4" = 1'-0"

STAIR - KEY PLAND1
3/4" = 1'-0"
DETAILED SECTION - DE1
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S.S. CORRUGATED DOVETAIL 
ANCHOR. HORIAONTALLY 
LOCATED AT +/- 18" O.C. & 
VERTICALLY LOCATED AT 
STONE GROUT JOINT, TYP.

SCHEDULED GRANITE BLOCK 
SOLID GROUTED TO 
CONCRETE STEM WALL. 

S.S. VERTICAL DOVETAIL 
TRACKS CAST IN CONCRETE 
AT 18" O.C. - COORDINATE 
TRACK HEIGHT WITH STAIR 
HEIGHTS

STEPPED CONCRETE STEM 
WALL TO RECEIVE EXISTING 
GRANITE BLOCKS.

EXPOSED GROUT, COLOR TO 
MATCH EXISITNG.

TY
P.

1'
 - 

0"

VARIESVARIES

D23

D24

D25

C9

C10

A.3
C4

STAIRS

D16

AVG. GRADE
0"
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.5"

+/- 1/2"

+/
- 1

/ 2
" 1/8" PER FOOT 

PITCH, TYP.

SEE SCHED.

VARIES

SE
E 

SC
H

ED
.

VA
R

I E
S

+/- 11"

M
IN

.

5"

EXISTING GRANITE STEPS 
SOLID-GROUTED TO STEPPED 
CONCRETE SLAB

NEW TURN-DOWN CONCRETE 
SIDEWALK, TEXTURED FINISH TO 
MATCH ADJACENT.

+/- 11"

H9.1

H8.1

+/- 1"

2' X 4" KEYWAY 

#5 DOWLES TO 
FOOTINGS AT 18" O.C. 

SEALANT ON 1/2" EXPANSION JOINT 
FILLER 

APX. VIF

24"

16 O.Z. COPPER FLASHING WITH INTEGRAL 
RETURN AND SOLDERED JOINTS AT 
STEPPED CONDITIONS.

REINSTALL EXISTING GRANITE CAP 
STONES IN EXISTING LOCATIONS, TYP. 
SEE STONE SCHEDULE.

GRANITE CAP STONES CORED, 
DOWELED AND SOLID GROUTED TO 
CONCRETE STEM WALL 

1/2" DIA. S.S DOWEL WITH INTREGRAL 
COPPER HAT SOLDERED TO 
CONTINUOUS COPPER FLASHING, MIN. 2 
DOWELS PER CAP STONE FOR STONES 
OVER 12",  SEE STRUCTURAL DRAWINGS.

EXPOSED GROUT, COLOR TO MATCH 
EXISITNG.

7" 7"

S.S. EMBEDED DOVETAIL ANCHORS AT 
STONE GROUT JOINT VERTICALLY, TYP.

S.S. VERTICAL DOVETAIL TRACKS CAST IN 
CONCRETE AT 18" O.C. HORIZONTALLY,  
COORDINATE TRACK HEIGHT WITH STAIR 
HEIGHTS

A2

A5

A14

B5

B8

A.3
B4

A.3
C5

A5

A.1

N.I.C.

A.3
C2

D2

A.3

E1

A.2

AVG. GRADE
0"

A1

A12

A27

G1

1/2" DIA. S.S. EMBEDED DOVETAIL 
ANCHORS WITH INTEGRAL STONE 
DOWEL, MIN. 2 PER BLOCK

A2

CAST-IN-PLACE S.S. VERTICAL DOVETAIL 
TRACK, MINIMUM 2 VERTICAL TRACKS AT 
END OF STEM WALL NEAREST STREET. 
TRACKS LOCATED MIN. 3" FROM EDGE OF 
CONCRETE.

16 GA. COPPER FLASHING TO RETUN UP 
VERTICAL WALL MIN. 3" AND 
INTERLOCK WITH COPPER RECEIVER 
FLASHING, TYP.

EXISTING GRANITE BLOCKS TO BE SOLID-
GROUTED TO STEPPED CONCRETE SLAB

EXPOSED GROUT, COLOR TO MATCH 
EXISITNG.

REINSTALL EXISTING GRANITE CAP 
STONES IN EXISTING LOCATIONS, TYP. 
SEE STONE SCHEDULE.

GRANITE CAP STONES CORED & 
DOWELED TO STONE BELOW

1/2" DIA. S.S DOWEL WITH INTREGRAL HAT 
GROUTED IN PLACE, MIN. 2 DOWELS PER 
STONE,  BEYOND. SEE STRUCTURAL 
DRAWINGS.

GRANITE BLOCKS TO BE CORED TO 
RECEIVE S.S. ANCHOR

M
IN

.

3"
A.3
D4

A.3
A4

EXISTING GRANITE BLOCK SOLID GROUTED TO 
CONCRETE SUBSTRUCTURE

GRANITE BLOCK TO BE PRE-DRILLED TO 
RECEIVE SOLID GROUTED S.S. DOWEL

COPPER HAT TO CAP S.S. DOWEL

1/2" DIA. S.S. DOWEL SOLID GROUTED TO 
STAIR SUBSTRUCTURE

16 O.Z. COPPER FLASHING

CONCRETE SUBSTRUCTURE TO BE CORED TO 
RECIEVE S.S. DOWELS.

VA
R

IE
S COPPER HAT TO BE SOLDERED TO COPPER 

FLASHING TO CREATE WATERTIGHT SEAL, TYP.

M
IN

.

3"

M
IN

.

2"

VARIES

D25

CONCRETE FOUNDATION WALL

SOLID GROUT

S.S. VERTICAL DOVETAIL TRACK CAST 
IN CONCRETE FOUNDATION WALL AT 
12" O.C. VERTICAL.

16 GA. S.S. CORRUGATED DOVETAIL ANCHOR 
SOLID GROUTED AT +/- 18" O.C. 
HORIZONTALLY & LOCATED AT STONE 
GROUT JOINT VERTICALLY, TYP.

SCHEDULED GRAINTE BLOCKVA
R

IE
S

EXPOSED GROUT, COLOR TO MATCH 
EXISTING BUILDING, TYP.

CONCRETE FOUNDATION WALL

SOLID GROUT

S.S. VERTICAL DOVETAIL TRACK CAST IN 
CONCRETE FOUNDATION WALL

16 GA. S.S. CORRUGATED DOVETAIL ANCHOR 
SOLID GROUTED AT +/- 18" O.C. 
HORIZONTALLY  & LOCATED AT STONE 
GROUT JOINT VERTICALLY, TYP.

SCHEDULED GRAINTE BLOCK

EXPOSED GROUT, COLOR TO 
MATCH EXISTING BUILDING, TYP.

16 GA. COPPER FLASHING TO 
RETUN UP VERTICAL WALL MIN. 
3" AND INTERLOCK WITH COPPER 
RECEIVER FLASHING, TYP.

3 
1/

2"

1"

STEPPED CONCRETE 
FOUNDATION WALL

SCHEDULED GRANITE BLOCK

SOLID GROUT

MIN.

2"

TY
P.2"

GRANITE BLOCKS TO BE CORED TO 
RECEIVE STONE DOWEL. DOWEL TO BE 
SOLID GROUTED, TYP.

SOLID GROUT

S.S. EMBEDED DOVETAIL FLAT ANCHOR 
WITH INTEGRAL WELDED 1/2" DIA. 
STONE DOWEL TOP AND BOTTOM, MIN. 2 
PER BLOCK AT FRONT FACE OF STAIR 
FOUNDATION WALL NEAREST STREET.

CAST-IN-PLACE S.S. VERTICAL DOVETAIL 
TRACK, MINIMUM 2 VERTICAL TRACKS AT 
END OF STEM WALL NEAREST STREET. 
TRACKS LOCATED MIN. 3" FROM EDGE OF 
CONCRETE.

SCHEDULED GRANITE BLOCK

SCHEDULED GRANITE BLOCK

TURN-DOWN CONCRETE 
SUBSTRUCTURE 

SCHEDULED GRANITE STAIRS, 
SOLID GROUTED TO CONCRETE 
SUBSTRUCTURE.

TURN-DOWN CONCRETE 
SUBSTRUCTURE DOWELED TO 
FOUNDATION WALL WITH 1/2" DIA. 
S.S. DOWELS, TYP. SEE STRUCTURAL 
DRAWINGS. 

STEPPED CONCRETE FOUNDATION 
WALL TO RECEIVE TURN-DOWN 
STAIR SUBSTRUCTURE

M
IN

.
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 - 

0"
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6" 13
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(2) 2'-0" X 2'-0" #5 DOWEL AT 
EACH STEP

W6X6 - 1.9X1.9 WWF
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DETAILS - NEW WORK

A.3

4 Boltwood Ave.
Amherst, MA 01002

Amherst Town Hall Exterior Stair
Repairs

18060

3" = 1'-0"
ENTRY STAIR - GRAINTE BLOCK - DETAILED PLANC2

3" = 1'-0"
ENTRY STAIR - BASE DETAILED SECTIOND2

3" = 1'-0"
ENTRY STAIR - GRANITE CAP - DETAILED SECTIONA2

1/4" = 1'-0"
ENTRY STAIR - KEYD1

1 1/2" = 1'-0"
ENTRY STAIR - FACE OF STEM WALL - DEATILED SECTIONA1

6" = 1'-0"
S.S. DOWEL - TYP. DETAILED SECTIONB4

6" = 1'-0"
S.S. DOVETAIL ANCHOR - TYP. DETAILED PLANC4

6" = 1'-0"
S.S. DOVETAIL ANCHOR- TYP. DETAILED SECTIONC5

6" = 1'-0"
COPPER FLASHING - TYP. DETAILED SECTIOND4

6" = 1'-0"
ENTRY STAIR - FACE OF STEM WALL - DEATILED SECTION - Callout 1A4

1 1/2" = 1'-0"
DETAILED SECTION - C - Callout 1C1
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SELECTIVE DEMOLITION

AD.1

4 Boltwood Ave.
Amherst, MA 01002

Amherst Town Hall Exterior Stair
Repairs

18060

1/2" = 1'-0"
ENTRY STAIR - SOUTH ELEVATIONC3

1/2" = 1'-0"
ENTRY STAIR - ENLARGED PLAND1

1/2" = 1'-0"
ENTRY STAIR - WEST ELEVATIONA1 1/2" = 1'-0"

ENTRY STAIR - SECTION AA3

ARCHITECTURAL DEMOLITION KEYNOTE LEGEND

KEY # KEYNOTE TEXT
AD-11 EXISTING BRASS DECORATIVE HANDRAIL, REMOVE AND PROTECT DURING

DEMOLITION. HANDRAILS ARE TO BE RE-INSTALLED DURING CONSTRUCTION,
TYP.

AD-12 EXISTING GRANITE STONES, REMOVE, TAG, INVENTORY, STORE AND
PROTECTED DURING DEMOLITION. COORDINATE EXISTING STONE DIMENSIONS
WITH STONE SCHEDULE, CONVEY DIMENSIONAL VARIATIONS WITH ARCHITECT.
STONES ARE TO CLEANED AND PREPPED TO BE REINSTALLED IN SAME
LOCATIONS DURING CONSTRUCTION.

AD-13 EXISTING GRANITE STEPS, REMOVE, TAG, INVENTORY, STORE AND PROTECTED
DURING DEMOLITION. COORDINATE EXISTING STONE DIMENSIONS WITH STONE
SCHEDULE, CONVEY DIMENSIONAL VARIATIONS WITH ARCHITECT. STONES ARE
TO CLEANED AND PREPPED TO BE REINSTALLED IN SAME LOCATIONS DURING
CONSTRUCTION.

AD-14 EXISTING STAIR SUBSTRUCTURE TO BE DEMOLISHED.
AD-15 EXCAVATE SITE TO RECEIVE NEW STAIR FOUNDATION.
AD-16 EXISTING STEM WALL TO BE DEMOLISHED.
AD-19 EXISTING SIDEWALK BENCH TO REMAIN, PROTECT DURING DEMOLITION AND

CONSTRUCTION.

ARCHITECTURAL DEMOLITION KEYNOTE LEGEND

KEY # KEYNOTE TEXT
AD-1 INVERTED U-SHAPED BICYCLE RACK, REMOVE AND PROTECT DURING

DEMOLITION AND REINSTALL DURING CONSTRUCTION.
AD-2 COPPER DOWNSPOUT, PROTECT DURING DEMOLITION AND CONSTRUCTION,

REDIRECT DOWNSPOUT TO PERFORM SELECTIVE DEMOLITION.
AD-3 SELECTIVE DEMOLITION OF EXISTING SIDEWALK, CHIP SIDEWALK BACK TO

NEAREST CONTROL JOINT, TYP.
AD-4 DISASSEMBLE EXISTING CONCRETE BLOCK SITE WALL TO PROVIDE ACCESS

FOR STAIR SELECTIVE DEMOLITION. STORE AND PROTECT EXISTING BLOCKS
DURING DEMOLITION AND REINSTALL DURING CONSTRUCTION.

AD-5 EXISTING BRICK MASONRY ADJACENT TO STAOR TO BE PROTECTED DURING
DEMOLITION AND CONSTRUCTION.

AD-6 EXISTING GRANITE BLOCK ADJACENT TO EXISTING STAIR TO REMAIN, PROTECT
DURING DEMOLITION AND CONSTRUCTION. DEMO A

AD-7 ARCHWAY STONES TO REMAIN, PROTECT DURING DEMOLITION AND
CONSTRUCTION.

AD-8 EXISTING DOOR TO REMAIN, PROTECT DURING DEMOLITION AND
CONSTRUCTION.

AD-9 DECORATIVE STONE COLUMNS ARE TO REMAIN, PROTECT DURING DEMOLITION
AND CONSTRUCTION.

AD-10 EXISTING PAINTED METAL DECORATIVE HANDRAIL TO BE REMOVED, STORE AND
PROTECT DURING DEMOLITION. HANDRAIL TO BE REINSTALLED DURING
CONSTRUCTION, TYP.
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